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STOP
PARE

Missing A Part?
CALL US BEFORE GOING
BACK TO THE STORE!

The store where you made your purchase

does not stock parts for this item.
If you have assembly questions or if you need parts,

whether they are missing or damaged
Call Toll-Free Help Line or visit www.swingsetsonline.com

iLLAMENOS ANTES DE REGRESAR A LA TIENDA!

La tienda donde realizé la compra no almacena piezas de este producto.
Si tiene preguntas sobre el ensamblaje o si necesita piezas debido a que
faltan o estan danadas
llame gratis a la linea de ayuda

1-800-765-4138

PLEASE READ THIS BEFORE STARTING ASSEMBLY
POR FAVOR LEA ESTAS INSTRUCCIONES ANTES DE COMENZAR EL ENSAMBLAIJE

e READ THE ASSEMBLY MANUAL COMPLETELY, PAYING SPECIAL ATTENTION TO THE IMPORTANT TIPS AND
SAFETY INFORMATION.

e AFTER YOU HAVE READ THE ASSEMBLY MANUAL, YOU WILL BE ABLE TO DECIDE IF YOU NEED PROFESSIONAL
HELP TO COMPLETE THE ASSEMBLY OF THE PLAYSET.

e SEPARATE AND IDENTIFY ALL PARTS TO MAKE SURE THAT YOU HAVE ALL OF THE PARTS LISTED.

e |FYOU CAN'T FIND ALL OF THE PARTS, CHECK THE PACKING MATERIAL. SMALL PARTS MAY HAVE FALLEN INTO IT
DURING SHIPMENT.

® |FYOU HAVE PROBLEMS WITH THE ASSEMBLY OR IF ANY PART IS MISSING OR DAMAGED, PLEASE CALL THE
HELP LINE 1-800-765-4138 OR VISIT www.swingsetsonline.com.

e LEAEL MANUAL DE ENSAMBLAJE COMPLETAMENTE, PRESTANDO ESPECIAL ATENCION A LOS CONSEJOS UTILES
IMPORTANTES Y A LA INFORMACION SOBRE SEGURIDAD.

e DESPUES DE QUE HAYA LEIDO EL MANUAL DE ENSAMBLAJE, PODRA DECIDIR SI NECESITA AYUDA PROFESIONAL
PARA EFECTUAR EL ENSAMBLAJE DE LA UNIDAD DE JUEGOS.

e SEPARE E IDENTIFIQUE TODAS LAS PIEZAS PARA COMPROBAR QUE DISPONE DE TODAS LAS PARTES INDICADAS.

e S| NO PUEDE ENCONTRAR TODAS LAS PIEZAS, REVISE EL MATERIAL DE EMPAQUE. ES POSIBLE QUE ALGUNAS
PIEZAS PEQUENAS PUEDAN HABERSE CAIDO ALLI DURANTE EL ENVIO.

e SITIENE PROBLEMAS CON EL ENSAMBLAJE O S| ALGUNA PIEZA FALTA O ESTA DANADA, LLAME A LA LINEA DE
AYUDA AL 1-800-765-4138 O VISITE www.swingsetsonline.com.

PLEASE HAVE THE FOLLOWING INFORMATION WHEN YOU MAKE YOUR CALL:

1 - MODEL NUMBER OF THE PRODUCT LOCATED ON THE FRONT OF THE ASSEMBLY MANUAL
2 — DESRIPTION OF THE PART FROM THE PARTS LIST

POR FAVOR TENGA VISIBLE LA SIGUIENTE INFORMACION CUANDO LLAME:
1 - NUMERO DE MODELO DEL PRODUCTO QUE SE ENCUENTRA UBICADO AL FRENTE DEL MANUAL

DE ENSAMBLAJE
2 - DESCRIPCION DE LA PIEZA QUE SE ENCUENTRA EN LA LISTA DE PIEZAS



















Play Set Assembly Manual FAQs:

1. Does the area for the play house need to be level? Yes. Backyard Discovery recommends the play house
be positioned on a flat level area for maximum safety and durability. Any stakes provided should be used to
secure it firmly to the ground.

2. What size area is recommended for the play house? Backyard Discovery recommends at least a 6’ (six foot)
perimeter around and above the play house for maximum safety.

3. What age range is appropriate for the play houses? Backyard Discovery play houses are recommended for
children ages 2 — 10 years.

4. Is the wood treated with chemicals? Backyard Discovery uses 100% Chinese Cedar wood which is naturally
bug resistant, decay and rot resistant. To help ensure your child’s safety, our wood is completely chemical free
and we do not use pressure-treated wood. The stain we use is a top coat using a water-based product that is
for appearance only.

5. How often should the play house be stained? Backyard Discovery recommends the play house be stained
once each year. A water or oil based stain can be used at the customer’s discretion.

6. Why does it seem that my play house is developing cracks? Wood is a natural material; no two pieces are
exactly alike. Each piece has its own characteristics and personality and reacts differently to climate changes.
When any wood product is exposed to the elements, it develops “wood checks”. A check is the radial
separation of the wood fibers running with the grain of the wood. These are caused by the varying temperature
and moisture conditions. A check is not a crack — it does not affect the strength or durability of the wood or
structural integrity of the play house.

7. Do Backyard Discovery play houses come with a warranty? Yes. All Backyard Discovery products carry a 1-
year replacement warranty on all parts for manufacturer’s defect. Our wood carries a 5 year warranty on rot
and decay as well. Please see warranty details for more information.

8. What is the best way to get started assembling the play house? Backyard Discovery recommends taking all
the parts out of the boxes and arranging them by part number before you begin any assembly. This will not
only allow faster assembly, but will also identify any parts that may be missing or damaged so they can be
replaced before assembly. If parts are missing or need replacement, go to
www.swingsetsonline.com/support.aspx and follow the prompts to order them. Next, read the assembly
manual and get the tools ready for the job as recommended in the manual. If the assembly manual is lost or
misplaced a new one can be printed from Backyard Discovery’s website: www.swingsetsonline.com.

9. The play house seems to rock or sway too much. What's wrong? Rocking is caused by uneven ground or
obstructions such as rocks, roots, etc. under the ground rails. These should be removed and the ground
underneath re-leveled to prevent rocking. Also ensure the play house is securely staked to the ground using
any stakes provided.

10. The 2"x4” boards do not measure 2"x 4”. Why not? In the U.S. it's common practice to describe lumber
dimensions using the rough cut sizes from the sawmill and not the finished dimensions. Retailers, home stores,
etc. all use this accepted practice for describing lumber dimensions. However, Backyard Discovery play
houses are designed and constructed using the actual dimensions so everything fits properly and remains so
during the life of the play house.

For more information and frequently asked questions, please refer to our website at www.swingsetsonline.com.
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Tools Required for Installation:

(These are the tools that are generally required for assembly of our outdoor products. These tools
are not included with the outdoor product purchase.)

(Square)
(Level 24™)

——— ||
|
(Tape Measure) (Phillips Screw Driver) (Rubber Mallet - Optional)
= W S—
(Drill Attachments:
(Cordless Dirill or Electric Drill) (3/16" & 1/8" Drill Bits) Phillips Head)

(An Adult w/ an Adult Helper)



SAFETY AND ASSEMBLY INFORMATION '

SELECTING THE CORRECT LOCATION FOR YOUR PLAY PRODUCT IS IMPORTANT
FOR YOUR CHILDREN’S SAFETY AND THE PRODUCT’S LONGEVITY

Dimensions:

» The Monterey has one layout option.

Layout Ground Dimension
5'-1/4" x 5'-3" x 62 1/2" Tall

*Level Ground Surface - See below

Safe Play Area*

11-1/4" x 11'- 2 3/4"

General Information:

Your playhouse has been designed and engineered for
children only and for residential use only.

A maximum of 150 Ibs. per child is recommended for
play activities designed for individual use.

A maximum of 120 Ibs. per child is recommended for
play activities designed for multiple child use.

A maximum of 6 children is recommended for this unit.

Safe Play Area:

» The safe play area refers to a zone extending 6' beyond the play product on all sides, including the

space above the play product.

» The ground surface must be level. Installing your play product on sloping ground can cause it to

lean or "rack". This leaning puts additional stress on all connections and joints and in time will cause
those connections to loosen and fail.
» The safe play area must be free of all structures, landscaping, trees and branches, rocks, wires,
and other obstacles to safe play. Children can be seriously injured running or swinging into these

obstacles.

* Remove all tripping hazards from the safe play area. Tripping hazards include: roots, stumps, rocks,
landscaping, sprinkler heads, railroad ties, plumbing and electrical connections.
* Play product needs to be installed on solid ground.

11'- 2 3/4"
[3.6 m]

I X V7 U

[1.6 m]

.Bench.

o
C
D
®
5'- 1/4"

[1.5 m]
11'- 1/4"
[3.5 m]

Porch




Parts Identification
Wood Components
(NOT TO SCALE)

N

4) AF1 - FLOWER POT SUPPORT - W102600
1"x4"x4 3/8" (24x102x112)

N

o) H1 - SHELF SUPPORT - W102425
1"x3 3/8"x3 1/8" (24x86x80)

(2) H2 - SIDE HEADER - W102525
1"x3 3/8"x31 7/8" (24x86x810)

(2) H3 - FRONT/BACK HEADER - W102526
1"x3 3/8"x57 1/8" (24x86x1452)

/

) H4 - BENCH SEAT SUPPORT - W102470
1"x3 3/8""x6 1/2" (24x86x166)

) H5 - BENCH UPRIGHT - W102471
1"x3 3/8™x11 3/4" (24x86x300)

) H6 - BENCH GROUND BOARD - W102472
1"x3 3/8""x18 1/8" (24x86x460)

7

@) J1 - COUNTER CLEAT - W102534
1"x2"x9 1/2" (24x50x242)

—

) J3 - DORMER MOUNTING RAIL - W102572
1"x1"x3 7/8" (24x24x97.6)

1) K1 - RIGHT FRONT COUNTER TOP - W102529
5/8"x5 1/4"x15 1/4" (16x134x388)

<Y

1) K2 - LEMONADE STAND SHELF - W102537
5/8"x5 1/4"x29 1/4" (16x134x742)

(1) K3 - LEFT FRONT COUNTER TOP - W102530
5/8"x5 1/4"x15 1/4" (16x134x388)




Parts ldentification
Wood Components
(NOT TO SCALE)

(2) K4 - FRONT FLOWER POT SHELF - W102599
5/8"x2 7/8"x9 7/8" (16x74x250)

(2) K5 REAR FLOWER POT SHELF - W102616
5/8"x2 3/8"x9 7/8" (16x60x250)

(1) L1 - LEFT REAR COUNTER TOP - W102532
5/8"x4 3/8"x15 1/4" (16x112x388)

(1) L2 - RIGHT REAR COUNTER TOP - W102531
5/8"x4 3/8"x15 1/4" (16x112x388)

(1) M1 - DORMER BASE BOARD - W102571
5/8"x3 3/8"x24 1/8™ (16x86x612)

) M2 - BENCH SEAT - W102538
5/8"x3 3/8""x29 1/4" (16x86x742)

1) N1 - ROOF CAP - W102569
5/8"x2"x62 3/4™ (16x50x1594)

(1) N3 - DORMER ROOF CAP - W102595
5/8"x2"x20" (16x50x509)

©6) N4 - TIE STRAP - W102424
5/8"x2"x3 1/8" 16x50x80

1) O1 - ROOF CAP - W102568
5/8"x1 3/8""x62 3/4" (16x34x1594)

4) 02 - GABLE FILL BOARD - W102598
3/8"x1 1/8""x16 3/4™ (11x29x425)

. ]
(1) O3 DORMER ROOF CAP - W102594
5/8"x1 3/8"x19 1/2" (16x34x497)
- -]

(2) O4: SAFETY STRAP - W102666
3/8"x2"'x15" (11x50x380)

?) P2 - FRONT LEFT POST - W102391
1 3/8"x1 3/8"x44" (36x36x1118)

(2) P3 FRONT RIGHT POST - W102575
1 3/8"x1 3/8"x44" (36x36x1118)



Parts Identification

Wood Components
(NOT TO SCALE)

o

o

(1) WP4 BACK PANEL - W102528

W

=\

(2) WP6 GABLE - W102567

(1) WP5 LEFT SIDE PANEL - W102527

)

)

Q1 - COUNTER SUPPORT - W102533
1"x4 3/8"x9 1/2" (24x112x242)

(1) T1-TIE STRAP - W102535
1"x1 3/8"X57" (24x34x1448)

1) T2 - TIE STRAP - W102536
1"x1 3/8™"x28 3/4" (24x34x730)

(1) RP1 ROOF PANEL - W102539

(1) WP1 FRONT PANEL - W102521 (1) WP2 FRONT PANEL - W102522

|

(1) DP1 DOOR ASSEMBLY - W102524

(1) RP2 ROOF PANEL - W102540



Parts Identification
Wood Components
(NOT TO SCALE)

(1) RP3 DORMER ROOF LH - W102570 (1) RP4 DORMER ROOF RH - W102593

(1) WP3 RIGHT REAR PANEL - W102601 (1) WP8 LEFT REAR PANEL - W102605

(1) WP9 RIGHT SIDE PANEL - W102617










Parts Identification
Accessories
(NOT TO SCALE)

\ /

(4) SW - PLASTIC WINDOW 44x266x329 - A100320

\

/

(2) SX - PLASTIC WINDOW 44x412x485 - A100321

(3) SY - PLASTIC SUNBURST - A100322

(1) SZ-METAL TIE STRAP - A100323



Playhouse Assembly

FLOOR PLAN LAYOUT

STEP 1

USING THE DIAGRAM BELOW, POSITION PLAYHOUSE PANELS AND PARTS FACE DOWN AS

SHOWN FOR EASE OF ASSEMBLY.

REAR
H3-W102526 H
~ - TOP ___TOP
TOP
WP8-W102605| |~ WP4-W102528 || WP3-W102601
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P2-W102391 al P3-W102575
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: A
2l ‘ §! ij
I —l;
~ TOP T [ TOP =l TOP
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(1) Sz - METAL TIE STRAP - A100323

/
STEP 12
ATTACH SZ METAL TIE STRAP TO WP1
AND WP2 FRONT PANELS USING 3/4"
TAPPING SCREWS, AS SHOWN.
SCREW PWH
(8 8x3/4
\§M
REFERENCE VIEW \
] —— — o °
‘mm =
3" «4 METAL TIE STRAP ASSEMBLY

(REAR VIEW)







L

(2) SW - PLASTIC WINDOW 44x266x329 - A100320

STEP 14

ATTACH SW PLASTIC WINDOWS TO WP3 AND WP8 PANELS USING 3/4" PWH
SCREWS, AS SHOWN.

HAND TIGHTEN SCREWS
USING PHILLIPS HEAD
SCREWS DRIVER.

i

SCREW PWH
(8 8x3/4

—
|

REAR WINDOW INSTALLATION




[BN]
i

(2) SW - PLASTIC WINDOW 44x266x329 - A100320

STEP 15

ATTACH SW PLASTIC WINDOWS TO WP1 AND WP2 PANELS USING 3/4" PWH
SCREWS, AS SHOWN.

HAND TIGHTEN SCREWS
USING PHILLIPS HEAD

SCREW DRIVER. @

FRONT WINDOW INSTALLATION

®

SCREW PWH
8x3/4




o o H

o)) O4 - SAFETY STRAP - W102666
3/8"x2"x15" (11x50x380)

i
I

(1) SX-PLASTIC WINDOW 44x412x485 - A100321

STEP 16

ATTACH SX PLASTIC WINDOW TO WP9 PANEL AND O4 BOARD USING 1-1/4"
PWH SCREWS. NEXT, ATTACH SX PLASTIC WINDOW TO WP9 PANEL USING

3/4" PWH SCREWS, AS SHOWN.

HAND TIGHTEN SCREWS
USING PHILLIPS HEAD
SCREW DRIVER.

4 )

SCREW PWH
4 8x3/4

SCREW PWH
(@ 8x1-1/4

——

oy

a3

U

q\
S m= i

e

v

jmm

RIGHT SIDE WINDOW INSTALLATION RIGHT SIDE WINDOW INSTALLATION
(LEFT SIDE VIEW) (FRONT VIEW)




<] <]

O4 - SAFETY STRAP - W102666 DD D

M 3/8"x2"x15" (11x50x380)

(1) SX-PLASTIC WINDOW 44x412x485 - A100321

STEP 17 4 \

ATTACH SX PLASTIC WINDOW TO WP5 PANEL AND 04 BOARD USING 1-1/4"
PWH SCREWS. NEXT, ATTACH SX PLASTIC WINDOW TO WP5 PANEL USING
3/4" PWH SCREWS, AS SHOWN.

SCREW PWH
4 8x3/4

HAND TIGHTEN SCREWS SCREW PWH
USING PHILLIPS HEAD @ gx1-1/4
SCREW DRIVER.

J

LEFT SIDE WINDOW INSTALLATION LEFT SIDE WINDOW INSTALLATION
(RIGHT SIDE VIEW) (REAR VIEW)






(1) L1-LEFT REAR COUNTER TOP - W102532 —]
5/8"x4 3/8"x15 1/4" (16x112x388)
J1- COUNTER CLEAT - W102534
1"x2"'x9 1/2" (24x50%242)

(1) QL - COUNTER SUPPORT - W102533 ’ : 1)
1"x4 3/8"X9 1/2" (24x112x242)

(1) K3-LEFT FRONT COUNTER TOP - W102530
5/8"X5 1/4"x15 1/4" (16x134x388)

STEP 21 4 \

ATTACH J1 COUNTER CLEAT TO WP5 SIDE PANELS USING 1-1/4" WOOD
SCREWS. (SEE DIAGRAM FOR LOCATION DIMENSIONS). ATTACH Q1
COUNTER SUPPORT THROUGH WP2 FRONT PANEL USING 1-1/2" WOOD
SCREWS, AS SHOWN. SCREW PFH

(@ 8x1-1/2"
L1 SCREW PFH
8x2

K3

o
| "% SCREW PFH
==| | @ sxi-1/4"

U\ étgﬁ;
() il Inmis 1@ | N J
o2 —lI=

STEP 22

ATTACH K3 LEFT
FRONT COUNTER TOP
AND L1 LEFT REAR
COUNTER TOP TO Q1
AND J1 SUPPORTS
USING 2" WOOD
SCREWS, AS SHOWN.
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L° . o ° o ° ]
02 - GABLE FILL BOARD - W102598

() 3/g"x1 1/8"x16 314" (11x29x425)

(2) SY - PLASTIC SUNBURST - A100322

(2) WP6 - GABLE - W102567

STEP 25

ATTACH SY PLASTIC SUNBURST TO WP6 GABLE PANEL USING 3/4" PWH
SCREWS. ATTACH (2) O2 GABLE FILL BOARDS TO WP6 GABLE PANEL AND
SY PLASTIC SUNBURST USING 3/4 PWH SCREWS, APPROXIMATELY AS
SHOWN. NOTE HOLE LOCATIONS OF O2 BOARDS DURING ASSEMBLY.
REPEAT ENTIRE STEP TO BUILD SECOND GABLE ASSEMBLY.

FRONT VIEW

HAND TIGHTEN SCREWS
USING PHILLIPS HEAD
SCREW DRIVER.

REAR VIEW

a

SCREW PWH
(18)  8x3/4




(1) GABLE END ASSEMBLY

e}

o]

O

O

) N4 - TIE STRAP - W102424
5/8"x2"x3 1/8"

16x50%x80

/
N4
H2 WP6
7 I SCREW PFH
: . J (8) gx1-1/2"
= s/’/r
e —— = | \
’ x I — ?gs
x«hm I
>
/16‘/,
RIGHT END GABLE -
\‘\ - - |
N — - b
STEP 26 ¥
N .
ATTACH GABLE END ASSEMBLY TO H2 SIDE S

HEADER USING (2) N4 TIE STRAPS AND 1-1/2"
WOOD SCREWS, AS SHOWN. (SEE DIAGRAM FOR
N4 PLACEMENT).

[—
LT

LU=
L=

L]




O @]

o O

) N4 - TIE STRAP - W102424
5/8"x2"x3 1/8" 16x50x80

(1) GABLE END ASSEMBLY

4 )

SCREW PFH
(®8)  gx1-1/2"

STEP 27 jﬁ

ATTACH GABLE END ASSEMBLY TO H2 SIDE
HEADER USING (2) N4 TIE STRAPS AND 1-1/2" |
WOOD SCREWS, AS SHOWN. (SEE DIAGRAM FOR §
N4 PLACEMENT). i




(1) RP1 - REAR ROOF PANEL - W102539

STEP 28

ATTACH RP1 REAR ROOF PANEL TO WP6 GABLE END ASSEMBLY USING
3/4" PWH SCREWS, AS SHOWN. REPEAT PROCESS TO ATTACH OPPOSITE
END OF ROOF PANEL TO THE GABLE END ASSEMBLY.

A\

_ LN

SCREW PWH
(6)  8x3/4










































